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INSTRUCTIONS FOR 
HCL® Packout System, 16-Quart (#20365)

Contents Included:
- Transport Cooler, 16-Quart
- Three Cold Packs
- Two Large Corrugated 

Plastic Dividers
- Packout Instructions

Not Included:
- USB Probe Data Logger with 

Glycol Bottle Probe
- Cellophane Packing Bags
- Cardboard Box

STEP ONE – PLACE ONE THERMOSAFE PACK IN 
BOTTOM OF COOLER.

STEP TWO – PLACE ONE CORRUGATED PLASTIC 
DIVIDER OVER THE FROZEN PACKS.

STEP THREE – PLACE ONE GLYCOL USB PROBE THAT HAS 
BEEN CHILLED TO APPROXIMATELY 40 DEGREES F. INSIDE OF 
A CARDOARD BOX.

STEP FOUR – CONTAIN DEAD SPACE WITH 
CELLOPHANE PACKING BAGS.

STEP FIVE – PLACE SECOND CORRUGATED
PLASTIC DIVDER OVER BOX.

STEP SIX – PLACE SECOND FROZEN THERMOSAFE PACK 
ON TOP AS THE LAST ITEM AND CLOSE THE LID.

PREFERRED PACKOUT FOR STANLEY 7QT. COOLER
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Step 1.
Place two frozen cold packs in the bottom 
of the cooler.

Step 3.
Place one USB Probe Data Logger that has 
been chilled to approximately 40°F inside 
of a cardboard box.

Step 5.
Place second corrugated plastic divider 
over box.

Step 2.
Place one corrugated plastic divider over 
the cold packs.

Step 4.
Fill dead space with cellophane packing 
bags.

Step 6.
Place the third frozen cold pack on top.

STEP ONE – PLACE TWO THERMOSAFE PACKS 
IN BOTTOM OF COOLER.

STEP TWO – PLACE ONE CORRUGATED PLASTIC 
DIVIDER OVER THE FROZEN PACKS.

STEP THREE – PLACE ONE GLYCOL USB PROBE THAT HAS 
BEEN CHILLED TO APPROXIMATELY 40 DEGREES F. INSIDE OF 
A CARDOARD BOX.

STEP FOUR – CONTAIN DEAD SPACE WITH 
CELLOPHANE PACKING BAGS.

STEP FIVE – PLACE SECOND CORRUGATED
PLASTIC DIVDER OVER BOX.

STEP SIX – PLACE A THIRD FROZEN THERMOSAFE PACK 
ON TOP OF THE CORRUGATED PLASTIC DIVIDER.
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STEP SEVEN – PLACE AN EVEN LAYER OF CELLOPHANE
PACKING BAGS TO FILL THE DEAD SPACE (LIMITE THE CELLOPHANE!!  
MAKE SURE THE DOOR SHUTS FLUSH WITH NO INTERFERENCE).

Step 7.
Place an even layer of cellophane packing 
bags to �ll the dead space. Make sure the 
lid shuts �ush with no interference.




